
Wilsonart® Durasteel™ Sinks are made of 304 series alloy stainless, featuring the highest quality 18/10 chrome-nickel formulation. This
elegant, heavy-duty, 18 and 20 gauge, non-porous material is hygienic, rust-free, and extremely durable.  The brush polish finish
enables the sink to keep its beauty for years and minimum day-to-day maintenance can be easily achieved using a damp paper towel or
soft cloth and soapy water.  As with every Wilsonart product, you will find the same outstanding Wilsonart quality you have come to
expect.

Durasteel Sinks to come in a variety of elegant styles and are ideal for granite, engineered stone, laminate and solid surface
countertops.  Wilsonart provides a number of designs ranging from vanity bowls to single and double sinks–choose the Durasteel
model that best caters to your needs!  

Our sinks look as good as they perform!
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SD705 - Double/off set
Dimensions: 37-1/4” x 21”
Depth: 9”/ 7.5”
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SD745 - Off Set Left
Dimensions: 31-5/8"x 20-9/16"
Depth: 7-5/16" - 8-15/16"
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SD740 - Off Set Right
Dimensions: 31-5/8"x 20-9/16"
Depth: 8-15/16" - 7-5/16"
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SD700 - Double Equal
Dimensions: 32-1/4” x 18-1/2”
Depth: 9”
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SD715 - Double Top Mount
Dimensions: 33” x 22”
Depth: 8”
Thickness: 1.0 mm 
Gauge: 20
Finish: Brushed

SV725 - Vanity
Dimensions: 17-1/2” x 13-1/2”
Depth: 6”
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SR730 - Circle
Dimensions: 16” 
Depth: 7”
Thickness: 1.2 mm
Gauge: 20
Finish: Brushed

SK710 - Single Utility
Dimensions: 17-9/16” x 12-9/16”
Depth: 7”
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SK735 - Single D Bowl
Dimensions: 23-3/16" x 21"
Depth: 9"
Thickness: 1.2 mm
Gauge: 18
Finish: Brushed

SK720 - Single Top Mount
Dimensions: 25-1/16” x 22-3/8”
Depth: 8” 
Thickness: 1.0 mm
Gauge: 20
Finish: Brushed


